
 
          

MODEL 

MODELO 

Power 

Potencia 

Rated Q 

Q nominal 

Rated H 

H nominal 
RPM DN KGS DIM 

Single-phase 

Monofásico 

Three-phase 

Trifásico 
hp kw m³/h m  mm  cm 

40WQV10-10-0.75D 40WQV10-10-0.75 1 0.75 10 10 2900 40 22.5 48*20*22 

40WQV12-10-1.1D 40WQV12-10-1.1 1.5 1.1 12 10 2900 40 23.7 48*20*22 

50WQV10-10-0.75D 50WQV10-10-0.75 1 0.75 10 10 2900 50 22.5 48*20*22 

50WQV12-10-1.1D 50WQV12-10-1.1 1.5 1.1 12 10 2900 50 23.7 48*20*22 

50WQV15-15-1.5D 50WQV15-15-1.5 2 1.5 15 15 2900 50 36.5 60*27*25 

- 50WQV9-22-2.2 3 2.2 9 22 2900 50 40.1 61*29*29 

- 65WQV25-15-2.2 3 2.2 25 15 2900 65 41.4 61*29*29 

- 80WQV45-9-2.2 3 2.2 45 9 2900 80 43.4 61*29*29 

- 50WQV20-22-3 4 3 20 22 2900 50 45.8 63*26*30 

- 65WQV35-15-3 4 3 35 15 2900 65 46.6 63*26*30 

- 80WQV43-13-3 4 3 43 13 2900 80 47.4 63*26*30 

- 65WQV25-22-4 5.5 4 25 22 2900 65 52.2 64*29*32 

- 80WQV45-17-4 5.5 4 45 17 2900 80 52.9 64*29*32 

- 80WQV30-25-4 5.5 4 30 25 2900 80 53.5 64*29*32 

- 80WQV45-20-5.5 7.5 5.5 45 20 2900 80 62.5 73*29*34 

- 100WQV65-15-5.5 7.5 5.5 65 15 2900 100 63.6 73*29*34 

- 80WQV45-22-7.5 10 7.5 45 22 2900 80 72 73*31*35 

- 100WQV100-13-7.5 10 7.5 100 13 2900 100 73.5 73*31*35 

- 100WQV80-25-11 15 11 80 25 1450 100 187 96*53*44 

- 150WQV150-15-11 15 11 150 15 1450 150 201 101*52*42 

- 100WQV80-30-15 20 15 80 30 1450 100 208 100*53*44 

- 150WQV200-15-15 20 15 200 15 1450 150 222 105*52*42 

- 150WQV250-15-18.5 25 18.5 250 15 1450 150 286 115*57*44 

- 200WQV350-12-18.5 25 18.5 350 12 1450 200 294 120*58*46 

- 150WQV300-15-22 30 22 300 15 1450 150 307 125*57*44 

- 200WQV400-10-22 30 22 400 10 1450 200 324 120*58*46 

- 200WQV350-15-30 40 30 350 15 1450 200 440 135*57*67 

- 250WQV600-10-30 40 30 600 10 1450 250 440 140*60*67 

 

 


